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GRANOR® WIZFLEX® Expansion Joint System

Wizflex® is a patented* Structural Joint Sealing Sy stem for
Bridges, elevated highways, parking structures, sta diums,
tunnels and other engineering structures where a wa  terproof
expansion joint is required.

THE DESIGN CONCEPT — The concept of
Wizflex® Expansion Joint System has been
developed by Granor after years of experience
with  waterproof expansion joint systems.
Wizflex® is based on a combination of
compression seal technology and epoxy-bonded
rubber seal technology, comprising a unique and
patent protected system. A high-quality extruded
elastomeric profile, high-strength epoxy adhesive
and compression seal profile design are the
basic components of the system. The epoxy
adhesive is applied to the joint gap walls and to
both sides of the profile, which is then placed in
the joint gap. The profile design, based on
compression seal technology, ensures that the
side walls of the profile remain vertical and press
against the gap walls while the epoxy adhesive
sets. This mechanism is paramount in achieving
maximum bond between the elastomeric profile
and the gap walls. The compression seal
concept also ensures maximum movement
range by providing a fully collapsible profile when
the joint is fully closed, and also allowing a
substantial extension when the joint is fully
opened. In order to achieve optimal
performance, installation is only carried out by
trained and approved applicators.

SEAL SELECTION - The profile size should be

chosen to match the joint gap opening at the SIZES — Wizflex ® is currently available in the

median temperature for the range of expected following sizes:

movement. Installation in temperatures well

below the median operating temperature may Profile Dimensions (mm) ] Min Reg'd install gap | Mov't range (mm)

require an oversize seal. Consultation with Code | Width | Height| Width Depth | Min | Max| Total

Granor engineers is recommended. 50 | 47 | 53 35 65 12656 30
60* 63 68 50 80 20 76 [ 36

HEADERS — Wizflex® can be installed between ;8: ;g ;g gg 18050 4312 22 28

a variety of header materials including Concrete,
Steel, SILSPEC 900 PNS rapid set, Polymer * N for Neoprene, E for EPDM
modified concrete or Aluminium members.
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